
Setting Up LOGO Receipts for AIMsi 
 

NV Image Tool is included in the enclosed CD, and Latest file versions can also be 

downloaded from the BIXOLON website. 

(www.bixolon.com) 

 

The Name of Execute File is “NV Image Tool(Ver3.x.x).exe”. 

 
 
If you have any questions please contact support at 563-556-3556. 

 

Image Downloading 
1. Run the “NV Image Tool(Ver3.x.x) file. 

2. Upon initiation of the program, the following main window will be appeared. 

 
 

3. Click “Port Setting” button to set communication configuration and select the 

SRP-350plus(Mono). 

 
* The choice of Mono / two-color mode is applied in SRP-350plus, SRP-350plusF, 
SRP-352plus, SRP-370 and SRP-372 printer model. According to the choice of mode, 
the command of sending image data is distinguished. 
* SRP-275 and SRP-500 printer models that are supported two-color mode are no 
need to choose it. 
 

4. Each printer model has different communication 

interface. Set the port and the communication 

configuration that corresponds to the printer. 

 
* In the Serial Interface, match the communication setting (COM port number and 
Baudrate) to those of the printer. 
 

5. After selecting the configuration press “OK” button to complete the 

communication configuration setting, and press “Cancel” button to cancel the 

configuration selected.  

 

http://www.bixolon.com/


 

6. The images can be opened / added, deleted in the Image list box using three 

buttons in Bitmap selection. Only bmp type of image is available to download. 

 
 
 

7. When the “Download” button is clicked, pop-up window and the steps are 

different based on printer model. 

 
 

8. After all images stored on the corresponding printer are deleted, the image 

matching the selected resolution level is downloaded. The image is assigned a 

number according to the image list displayed on the screen. 

 
 

9. The “Save File” button shown in each download prompt window can be used to 

save in a computer file format. 

 
10. The “Print” button in the main screen can be used on each printer model to print 

and test a stored image. 

 
Configuration of expansion options and the selection of the number of the image 

to be printed can be done when printing. 

 
 

 

 

 

 



Removing Images 
If you wish to clear all images from a printer, you must create an “empty” list of images, 
and then download the images. 
 

1. Select each bitmap image individually and select Remove, until all images are 
removed from the list. 

 
2. When all images are removed. Click the Download button to download the 

empty set of images. All images will be removed from the printer. 

 

Putting the logo on the AIMsi Receipts 
1. In AIMsi, go to Maintenance > General Maintenance > Maintain Receipt Printers.   

 

2. At the bottom of the screen you will see information fields for the ‘Logo Code’.  

The first field is a scroll box with numbers 1-9.  The system will support up to 9 

different logos, this field selects which logo is to be used.   

 

3. Click on the ‘Epson’ button to automatically fill in the long field below the 

button. 

 

 


